Solavita

Lead The Way to Green Life

N series

Bifacial Module with Double Glass

440-460W

QUALITY SYSTEM

IEC 61215(2021), IEC 61730(2021)

ISO 9001:2015: Quality management systems

ISO 14001:2015: Environmental management systems

ISO 45001:2018: Occupational health and safety management systems
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Linear Performace Warranty

I Solavita
Standard

15 YEARS 15-year product warranty
30 YEARS 30-year linear power output warranty

230(% Max. Efficiency

KEY FEATURES

Aesthetics

Designed with aesthetics in mind, the module blends harmoniously
with the appearance of your house while producing high energy.
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Better Performance

Our modules perform better on sunny and hot days thanks to its
optimized temperature coefficient.

{

Green Product

Focus on circular economy - low carbon footprint,
PFAS-free and recyclable components.
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linear power warranty with first year 1% degradation
and an annual degradation rate of up to 0.4% after that.

AR
—

2400 Pa
5400Pa

Mechanical load enhancement
Maximum wind load (2400Pa) / Maximum snow load (5400Pa)




Technical drawing Mechanical Specifications

Cell Type N -type Mono-crystalline, 108 (6x18)
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Electrical Characteristics

Module Type 182THCD440-54 182THCD445-54 182THCD450-54 182THCD455-54 182THCD460-54
Testing Condition STC STC S1C STC STC
Maximum Power[W] 440 445 450 455 460
Maximum Power Voltage[V] 33.51 &1/ 1 33.91 34.11 34.41
Maximum Power Current[A] 13.13 13.20 13.27 13.34 13.41
Open circuit voltage[V] 39.85 40. 05 40.25 40.45 40.65
Short Circuit Current[A] 14.03 14.10 14.17 14.24 14.31
Module Efficiency 22.00% 22.30% 22.50% 22.80% 23.00
Operating Temperature -40°C~+85C
Maximum System Voltage DC1500V
Maximum Series Fuse Rating 30A
Power Tolerance[W] 0~+3W
Voc Temperature Coefficient -0.25%/°C
Pmax Temperature Coefficient -0.29%/°C
Isc Temperature Coefficient 0.048%/°C
Nominal Opearting Module Temperature 42+2°C
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Pallet 36pcs/Pallet

WL Container 936pcs/40HQ Container
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